
parsonsga
CofA Dated

parsonsga
Language Stamp



1

2
5

f
t
 
8

i
n

7
.
8

2
m

TREE PROTECTION FENCING

18 FT.

CRZ

OCTOBER 12, 2023

TREE INFORMATION REPORT

OTTAWA ONTARIO

90 ELM STREET

76 8m543

SCALE  1:100

210

AutoCAD SHX Text
2 1/2 STORY BRICK/STUCCO DWELLING (DEMOLISH)

AutoCAD SHX Text
DN

AutoCAD SHX Text
DN

AutoCAD SHX Text
PROPOSED

AutoCAD SHX Text
***ARBORIST TREE INFORMATION REPORT SUPERCEDES ALL TREE PRESERVATION INFORMATIONM SHOWN ON THIS SITE PLAN***

AutoCAD SHX Text
***ARCHITECTURAL SITE PLAN PREPARED USING SURVEY PREPARED BY J.D.BARNES LTD. DATED JULY 28, 2023 ***

AutoCAD SHX Text
2 STORY BRICK DWELLING

AutoCAD SHX Text
2 1/2 STORY BRICK DWELLING

AutoCAD SHX Text
FRAMED SHED (DEMOLISH)

AutoCAD SHX Text
CONC. BLOCK GARAGE

AutoCAD SHX Text
2 STORY BRICK DWELLING

AutoCAD SHX Text
SUBJECT TO RIGHT-OF-WAY

AutoCAD SHX Text
VINYL SHED

AutoCAD SHX Text
0.9M DIA.

AutoCAD SHX Text
SUBJECT TO RIGHT-OF-WAY

AutoCAD SHX Text
EDGE OF ASPHALT

AutoCAD SHX Text
CONCRETE SIDEWALK

AutoCAD SHX Text
90 ELM STREET

AutoCAD SHX Text
PRESTON STREET

AutoCAD SHX Text
ASPHALT DRIVEWAY

AutoCAD SHX Text
ZONE: R4UB MATURE NEIGHBOURHOOD OVERLAY SCHEDULE 342 BACKS ONTO TM12 H(14.5) LOW-RISE APARTMENT (MAX 8 UNIT) MIN LOT WIDTH: 10M MIN LOT AREA: 300 SQ.M. MAX BUILDING HEIGHT: 11M MIN FRONT YARD: 4.5M (1.91M NEIGHBOURING AVERAGE) MIN REAR YARD: 9.06M (30% LOT DEPTH) MIN SIDE YARD: 1.5M MIN FRONT YARD LANDSCAPING: 35% MIN FRONT FENSTRATION: 25% MIN FRONT FACADE RECESS: 20% OF WALL AT 0.6M (EXCEPT FOR BALCONIES FOR EACH STORY AT OR ABOVE FIRST STORY) MAX WALKWAY WIDTH: 1.2M GARBAGE STORAGE LOCATION: INSIDE BUILDING OR REAR YARD BICYCLE PARKING: 0.5/DWELLING (MIN 0.6MX1.8M IN SIZE, MIN ISLE 1.5M)

AutoCAD SHX Text
PROPOSED 3 STORY LOW RISE APARTMENT

AutoCAD SHX Text
UNIT 3

AutoCAD SHX Text
UNIT 1

AutoCAD SHX Text
UNIT 4

AutoCAD SHX Text
EXTERIOR BALCONY

AutoCAD SHX Text
PARTIAL COVERED PORCH

AutoCAD SHX Text
PATHWAY

AutoCAD SHX Text
PATHWAY

AutoCAD SHX Text
BIKE STRG.

AutoCAD SHX Text
WINDOW WELL

AutoCAD SHX Text
WINDOW WELL

AutoCAD SHX Text
WINDOW WELL

AutoCAD SHX Text
UNIT 2

AutoCAD SHX Text
CRUSHED STONE

AutoCAD SHX Text
CRUSHED STONE



Tree Information Report - 90 Elm Street, Ottawa

Site Visit - October 2023

Report Completed - October 2023 Chris McIntyre

ISA Certified Arborist

ON-1219A

Tree 

No. Species

D.B.H     

(cm) Ownership Condition of tree
Client's reason for removal

Arborist recommendation

1 Manitoba maple 93 Private
Fair, tree requires pruning to 

remove large deadwood
Tree to be retained

Retain - Protect.  Install CRZ fencing as outlined in map, 18ft from 

trunk.  Ensure below measures are taken to support retention.

 

The following are measures to be implemented prior and during the construction process.
-Critical root zone of retained trees must be protected as outlined above.  Snow or metal fencing 
must be erected around the CRZ and signage should be installed to identify tree is being protected. 
-Pruning must be performed prior to construction to ensure tree limbs will not be in conflict with 
equipment and construction.  Permission must be obtained to prune Municipal or neighbors trees. 
(performed by Certified Arborist). 
-No material or equipment is permitted within any CRZ. 
-No signs, notices or posters may be attached to the tree. 
-No grade changes within any CRZ. 
-Ensure exhaust fumes from equipment are not directed towards tree canopy's. 
-After excavation is complete exposed and damaged roots should be pruned (performed by Certified 
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