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(8) Except for a lot of less than 450 square metres in area in the R4-UA, R4 UB, R4-UC and R4-UD zones, thirty percent of the lot area must be provided as landscaped area for a lot containing an apartment dwelling, low rise, stacked dwelling, or retirement home, or a planned unit development that contains any one or more of these dwelling types. (By-law 2020-290) (9) The maximum height of any permitted use may not exceed that which is specified in Column VI of Table 162A, and in no case, may be greater than a maximum four storeys. (15) In the case of a Three-unit Dwelling, Low-rise Apartment Dwelling or Stacked Dwelling in the R4-UA, R4-UB, R4-UC and R4-UD zones: (a) Any part of the rear yard not occupied by accessory buildings and structures, permitted projections, bicycle parking and aisles, hardscaped paths of travel for waste and recycling management, pedestrian walkways, patios, and permitted driveways, parking aisles and parking spaces, must be softly landscaped. (b) The minimum area of soft landscaping per (a) must be: (i) in the case of a lot of less than 360 square metres in area, at least 35 square metres (ii) in the case of a lot equal to or greater than 360 square metres but less than 450 square metres in area, at least 50 square metres (iii) in the case of a lot 450 square metres or greater, at least 50 per cent of the rear yard (iv) in all cases, must comprise at least one aggregated rectangular area of at least 25 square metres and whose longer dimension is not more than twice its shorter dimension, for the purposes of tree planting. (c) Any part of any yard other than the rear yard not occupied by accessory buildings and structures, permitted projections, bicycle parking and aisles, hardscaped paths of travel for waste and recycling management, pedestrian walkways, permitted driveways and parking exclusion fixtures per (e) must be softly landscaped. (d) The minimum area of soft landscaping in the front yard is per Table 161: Table 161 Front Yard Setback | 1.5m - 3m Minimum Aggregated Soft Landscaped Area (% of the Front Yard Area) | 20%  (e) The front yard and corner side yard must be equipped with solid, permanent fixtures sufficient to prevent motor vehicle parking in contravention of this By-law, and for greater clarity: (i) such parking exclusion fixtures may include bicycle racks, benches, bollards, ornamental fences or garden walls, raised planters, trees, wheelchair lifting devices, wheelchair lifting devices or some combination thereof; and (ii) raised planters are deemed to be soft landscaping for the purposes of (c) and (d). (f) At least one principal entrance to a ground-floor unit or to a common interior corridor or stairwell must be located on the facade and provide direct access to the street, and furthermore: (i) in the case of a corner lot, the principal entrance may be located on front or corner facade; and (ii) in the case of a lot of 24 metres width or greater, one principal entrance is required for every 12 metres of lot width or part thereof. (g) The front facade must comprise at least 25% windows, and furthermore, (i) any corner side facade must comprise at least 15% windows; (ii) windows located in doors may count towards the minimum fenestration requirement; and (iii) Any window counted towards the minimum fenestration requirement, other than windows in doors or at the basement level, must have a lower sill no higher than 100 centimetres above the floor level. (h) At least 20% of the area of the front facade must be recessed an additional 0.6 metres from the front setback line. (j) Despite (h), no additional recession of the front facade is required when balconies or porches are provided on the front or corner side facade as follows: (i) in the case of a lot of less than 15 metres width, one balcony or porch for each storey at or above the first storey is provided; (ii) in the case of a lot of 15 metres width or greater, one balcony or porch for every unit that faces a public street at or above the first storey; and (iii) in any case each balcony or porch must have a horizontal area of at least two square metres. (k) despite Table 65, a bay window projecting into a required front yard or corner side yard may extend to grade provided such bay window: (i) is located on the part of a front or corner side facade other than the recessed part required by (j); (ii) has a horizontal area of two square metres or less; and (iii) projects by no more than one metre into the yard, but in any case, no closer than three metres from the front lot line. (m) Exit stairs providing required egress under the Building Code may project a maximum of 2.2 metres into the required rear yard. (o) No rooftop amenity space is permitted within the area shown on Schedule 383. (By-law 2020-290) (16) In the case of a Low-rise Apartment Dwelling or Stacked Dwelling in the R4-UA, R4-UB, R4-UC and R4-UD zones (a) No motor vehicle parking is permitted on a lot less than 450 square metres in area. (b) In the case of a lot of 450 square metres or greater (i) at least 25 per cent of dwelling units must have at least two bedrooms; and (ii) the calculation of (i) may be rounded down to the nearest whole number.
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MINOR VARIANCES REQUESTED: A) TO PERMIT A REDUCED REAR YARD SETBACK OF 25% OF THE LOT DEPTH, WHEREAS THE TO PERMIT A REDUCED REAR YARD SETBACK OF 25% OF THE LOT DEPTH, WHEREAS THE BY-LAW REQUIRES A MINIMUM REAR YARD SETBACK OF 30% OF THE LOT DEPTH.  [TABLE 144A] B) TO PERMIT A REDUCED SIDE YARD SETBACK OF 1.2 METRES, WHEREAS THE BY-LAW TO PERMIT A REDUCED SIDE YARD SETBACK OF 1.2 METRES, WHEREAS THE BY-LAW REQUIRES A MINIMUM SIDE YARD SETBACK OF 1.5 METRES.  [TABLE 162A] C) TO PERMIT THE FRONT STEPS TO PROJECT UP TO 0.10 METRES FROM THE FRONT LOT TO PERMIT THE FRONT STEPS TO PROJECT UP TO 0.10 METRES FROM THE FRONT LOT LINE, WHEREAS THE BY-LAW PERMITS A MAXIMUM PROJECTION OF 0.6 METRES FROM THE FRONT LOT LINE.  [SEC. 65)(5)(b)(i)]
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Amenity Area Table 137 (11) - No amenity are required in R4-UA, R4-UB, R4-UC and R4-UD zones.

AutoCAD SHX Text
Section  137

AutoCAD SHX Text
Front Yard and Corner Side Yard Landscaping Table 139 - Minimum Required Aggregated Soft Land Landscaping Front Yard Setback | 1.5m - 3m Minimum Aggregated Soft Landscaped Area (% of the Front Yard Area) | 20%  Walkways (4) A walkway located in a front yard or corner side yard is permitted subject to the following:  (c) The width of a walkway may not exceed: (i) In the case of a rooming house, retirement home, stacked dwelling or low-rise apartment dwelling, 1.8 m; (d) A walkway may traverse an area required for soft landscaping per Table 139(1), and may be included in the calculated area.
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Front Yards and Corner Side Yard Setbacks (1) The minimum front yard setbacks and minimum corner side yard setbacks are as follows: (a) in the case of an interior lot or through lot, the yard setback must align with the average of the abutting lots’ corresponding yard setback abutting the street(s), corresponding yard setback abutting the street(s), (d) Despite the foregoing, the minimum front and/or corner side yard setback need not exceed the minimum required in the Residential subzone in which the lot is located, and in no case may be less than 1.5 m.
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SECTION 111 - BICYCLE PARKING SPACE RATES AND PROVISIONS Table 111A - Bicycle parking space rates Land use | (b) (i) ) apartment building, low rise; apartment dwelling, mid rise; apartment dwelling, high rise, dwelling unit in the same building as a non-residential use;  stacked dwelling without a garage or carport for each dwelling unit  Minimum number of spaces required | 0.50 per dwelling unit (9) A bicycle parking space must have access from an aisle having a minimum width of 1.5 A bicycle parking space must have access from an aisle having a minimum width of 1.5 metres. (10) Where four or more bicycle parking spaces are provided in a common parking area, Where four or more bicycle parking spaces are provided in a common parking area, each bicycle parking space must contain a parking rack that is securely anchored to the ground and attached to a heavy base such as concrete. (11) A minimum of 50% of the bicycle parking spaces required by this by-law must be A minimum of 50% of the bicycle parking spaces required by this by-law must be horizontal spaces at ground level. (By-law 2021-215)

AutoCAD SHX Text
FACADE AREA CALCULATIONS: SEC. 161 (15) g) The front facade must comprise at least 25 percent windows. AREA OF FRONT FACADE = 66.77m² AREA OF WINDOWS = 20.27m TOTAL = 30.35% WINDOWS (j) Despite (h), no additional recession of the front facade is required when Despite (h), no additional recession of the front facade is required when balconies or porches are provided on the front or corner side facade as follows: (i) in the case of a lot of less than 15 metres width, one balcony or porch in the case of a lot of less than 15 metres width, one balcony or porch for each storey at or above the first storey is provided; (iii) in any case each balcony or porch must have a horizontal area of at least two square metres. FRONT FACADE ARTICULATION: 6.4m² BALCONIES PROVIDED FOR 2ND & 3RD FLOOR 2.0m² PORCH PROVIDED FOR GROUND FLOOR
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Rear Yards on Interior or Through Lots  (3) Where a lot’s rear lot line abuts either an R1, R2, R3 or R4 zone, or abuts a lane Where a lot’s rear lot line abuts either an R1, R2, R3 or R4 zone, or abuts a lane s rear lot line abuts either an R1, R2, R3 or R4 zone, or abuts a lane that abuts an R1, R2, R3, or R4 zone on either side, except in the case of a Planned Unit Development: (a) the rear yard must comprise at least 25% of the lot area; and the minimum rear the rear yard must comprise at least 25% of the lot area; and the minimum rear yard setback is pursuant to Table 144A or 144B below. (i) where the minimum front yard is 4.5 m or less, the minimum rear yard depth is where the minimum front yard is 4.5 m or less, the minimum rear yard depth is determined by Table 144A: Table 144A - Rear Yard Requirements For Lots with a Minimum Front Yard Setback of 4.5m or Less Lot Depth = greater than 25 m = 30% of the lot depth
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