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pine tree @96 Willow Glen Dr
is approx 10 m tall

distance between proposed 
structure and tree trunk 
is approx 7.1 m

distance between 
proposed structure
and rear property line 
is approx 5.8 m

existing deck w/ shade cover
is 3.96m x 4.93m.

proposed 3-season room
will be built on existing base 
but will be 3.66m x 4.93m

distance between tree trunk and outer
limit of branches is approx 6.2 m
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Sunroom plan 94 Willow Glen Drive - front view  

 

structure to be fabricated from white extruded aluminum by Suncoast Enclosures   

The structure will be screened in on three sides with polyvinyl windows   

  

16     ft wide (4.88m   )   

Vinyl siding to match   

house exterior.   

Two 12" x 12"   
vents in each   
side for ventilation   

30     inch base   
above ground   
level (0.76 m)   

10     ft to peak   

(3.05m)   

8     ft wall height    
(2.44m)   
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Site Plan  

94 Willow Glen Drive Kanata  

Proposed conversion of existing deck with an area of 
19.32 sqm (3.96m x 4.88m) to that of a three-season 
room fabricated from extruded aluminum, 
polycarbonate panels and vinyl windows with an 
area of 17.86 sqm (3.66m x 4.88m).  

We request a minor variance in the minimum rear 
offset of 5.8m from the current 7.0m.  

Proposed location of three-season room 
fabricated from extruded aluminum, 
polycarbonate panels and vinyl windows.  

The sunroom structure will measure:  

4.88m wide (16 feet) by 3.66m deep (12 
feet) in the place of an existing deck which 
is one foot larger in depth.  

The structure will be fabricated from 
extruded white aluminum and provide a 
screened in area of 17.86 sqm with a 
polycarbonate sheet roof sloped and 
engineered to ensure load bearing of snow 
build-up and rain run-off.  

This will be an attractive addition. The skirting around the base will be vinyl sided the same as the sides of the house, with vents on either side to ensure adequate 
ventilation under the structure.  

5.8     m from    
back of sunroom   
to back property line   

1.8   m from fence to    
west of property.   

4.7   m from fence to    
east of property.   

6.6   m to base of    
neighbour’s tree   
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